
















Metering Pump Controller (MPC) DC 2-6 Models Only
For high technology in a simple to understand package at an economical price, add an MPC to the Omni pump 
to take advantage of complete system integration between metering pump and process.

The MPC features:
•	 Automatically control and display flow with a 	
	 4-20 mA input HANDHELD keypad, and manual 	
	 stroke control 
•	 Controls Pulsafeeder metering pumps up to 		
	 1000:1 turn down ratio 
•	 The IP56 (NEMA 4X) Handheld user interface is 	
	 attached to the pump with 1.5 meters (4.5 feet) 	
	 of cable
•	 Optionally, the Handheld can be mounted up to 	
	 300 meters (1000 feet) away from the pump
•	 Handheld displays flow rate of the pump in 		
	 LPH or GPH 

•	 Use digital inputs and outputs to monitor 		
	 and control:
	 •	 Supply tank level
	 •	 Pump flow verification
	 •	 Remote status indication of pump (on/off)
	 •	 Pump alarm status
	 •	 Pump auto/manual status

Metering Pump 
Controller MPC 
Vector Drive DC7 only



Omni® is a registered trademark of Pulsafeeder, 
Incorporated. Hypalon and Viton are registered trademarks 
of E.I. DuPont Company.
OMS-08  REV 01

Visit us on the web at www.pulsafeeder.com




